
THE SAFETY SOCKET



Safety plug and socket system in Europe

Source: www.iec.ch

Austrian/German
system

Belgian/French
system

British system Italian System Swiss System Danish System

Type F Type E Type G Type L Type J Type K

THE SAFETY SOCKET

The S-NOVA safety socket from PCE impresses with its 

extremely robust design made of high quality polyamide.

Over 500 variations guarantee a perfect product for all 

applications.
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	Rotation shutter - increased security

	Hinged lid connection - compact geometry

	Terminals - ready for wiring through (all conductors)

Full flexibility:

Flange size
50x50 / 70x70 / 75x75 mm

Connection type
rear / side / screwless

Rotation shutter

Sealing bulge
special sealing contour for IP54

System
Austrian/German or Belgian/French

Colours
7 different colours
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THE SAFETY SOCKET

02 | Flange size - 3 versions

Austrian/German system
Type F - with earth lug

Belgian/French system
Type E - with earth pin

01 | System - 2 versions

flange: 	  50x50mm
fixing center: 	  38x38mm

flange : 	  70x70mm
fixing center: 	  56x56mm

flange : 	  75x75mm
fixing center: 	  60x60mm

50x50mm 70x70mm 75x75mm
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„click“

„click“

Screw terminals
rear or side connection
• Multi-slot screws 
  (Type H, Size 2)
• contacts open
• nickel-plated contacts
• captive screws
• ready for wiring through

Screwless
terminal
rear connection
• spring-clamp technology
• tool-free assembly 

(pre-tensioned release  
mechanism - no tool needed  
for initial connection)

• ready for wiring through
• suitable for all wire types (strip-

ped) - also connectable without  
end sleeve*

03 | Connection type - 3 versions

*for technical data see page 11 Insert wire Press for closing terminal Ready!

rear connection

side connection from above
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THE SAFETY SOCKET

05 | Sealing bulge

Sealing bulge (optional)
Plugs and socket outlets for portable use are 
subject to the standard DIN VDE 0620-1:2010 and 
ÖVE/ÖNORM E 8684-2-2:2010 
Examples for portable use: 
mobile distribution boxes and cable reels

Rotation shutter (optional)
for increased security

04 | Shutter

only
IPx4

Functionality with
      additional value:

Sealing bulge
(for perfect sealing)
•	special sealing contour on the backside
•	no need for additional rubber sealing on  

plain surfaces.
•	protection class IP54
	 additional flange gasket (rubber) optional available;
	 e.g.: for uneven surfaces) 
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New hinged lid connection
180° max. angle

No lid overhang at 90°
(space-saving assembly)

06 | Colours - 7 versions

Colours

available on request (minimum quantity 200 pcs.)

	 yellow (sim. RAL1023) 	 green (sim. RAL6018)	 red (sim. RAL3000)

	 gray (sim. RAL7035) 	 white (sim. RAL9016) 	 black (sim. RAL9005)

	 blue (similar to RAL5017)

	 STANDARD
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S-NOVA Schutzkontaktsteckdose nach österr./deutsch. System

S-NOVA socket outlet Austrian/German system

105-0*, 105-7*, 105-8*
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rückwärtiger Anschluss
rear connection

seitlicher Anschluss
side connection
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S-NOVA Schutzkontaktsteckdose nach österr./deutsch. System (schraublos)

S-NOVA socket outlet Austrian/German system (screwless)

109-0*
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THE SAFETY SOCKET

• screw terminals
• 250V~ / 16A (2P+E)
• housing material: PA6
• nickel-plated contacts

IP54	 splashproof

flange size 50x50 70x70 75x75
a [mm] 50 70 75
b [mm] 38 56 60
c [mm] 62 72 75
d [mm] 25 25 25
e [mm] 17 17 21
f [mm] 26 26 22
g [mm] 43 43 43
h [mm] 4,5 5,5 5,5
weight [g] 46 51 55

Flanged socket

version 50x50 70x70 75x75

rear connection 105-0b 105-7b 105-8b

rear connection with shutter 105-0bc 105-7bc 105-8bc

side connection 105-0bs 105-7bs 105-8bs

side connection with shutter 105-0bsc 105-7bsc 105-8bsc

• screwless terminal
• 250V~ / 16A (2P+E)
• housing material: PA6
• nickel-plated contacts

IP54	 splashproof

flange size 50x50
a [mm] 50
b [mm] 38
c [mm] 62
d [mm] 25
e [mm] 17
f [mm] 26
g [mm] 43
h [mm] 4,5
weight [g] 46

SCREW TERMINALS

SCREWLESS TERMINAL

Austrian/German system

PU=100 pcs.

PU=100 pcs.

version 50x50 70x70 75x75

rear connection 109-0b - -

rear connection with shutter 109-0bc - -

other versions on request

rear connection

rear connection

side connection

wire

wire

wire
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dimensional drawing

part number:

dr
aw

ed
:

S-NOVA Schutzkontaktsteckdose mit Dichtrand nach österr./deutsch. System

S-NOVA socket outlet with sealing bulge Austrian/German system

105-0*w, 105-7*w, 105-8*w
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rear connection
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S-NOVA Schutzkontaktsteckdose mit Dichtrand nach österr./deutsch. System (schraublos)

S-NOVA socket outlet with sealing bulge Austrian/German system (screwless)

109-0*w
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version 50x50 70x70 75x75

rear connection with sealing bulge 105-0bw 105-7bw 105-8bw

side connection with sealing bulge 105-0bsw - -

Austrian/German system with sealing bulge

• screw terminals
• with sealing bulge
• 250V~ / 16A (2P+E)
• housing material: PA6
• nickel-plated contacts

IP54	 splashproof

SCREW TERMINALS

SCREWLESS TERMINAL
• screwless terminal
• with sealing bulge
• 250V~ / 16A (2P+E)
• housing material: PA6
• nickel-plated contacts

IP54	 splashproof

flange size 50x50 70x70 75x75
a [mm] 50 70 75
b [mm] 38 56 60
c [mm] 62 72 75
d [mm] 25 25 25
e [mm] 21 21 26
f [mm] 26 26 22
g [mm] 43 43 43
h [mm] 4,5 5,5 5,5
weight [g] 48 52 57

flange size 50x50
a [mm] 50
b [mm] 38
c [mm] 62
d [mm] 25
e [mm] 21
f [mm] 26
g [mm] 43
h [mm] 4,5
weight [g] 48

for portable use

Plugs and socket outlets for portable use are subject to the standard DIN VDE 0620-1:2010 
and ÖVE/ÖNORM E 8684-2-2:2010 (Plugs and sockets for household and similar applications). 
Examples for portable use: mobile distribution boxes and cable reels. Remark: Version for 
Germany and Austria

version 50x50 70x70 75x75

rear connection with sealing bulge 109-0bw - -

other versions on request

rear connection

rear connection

side connection

wire

wire

Leiter

only
IPx4

only
IPx4



10

 c
 

 d  e  e 

part number:

dr
aw

ed
:

S-NOVA Schutzkonkaktsteckdose nach belg./franz. System

S-NOVA socket outlet Belgian/French system

104-0*, 104-7*, 104-8*
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S-NOVA Schutzkontaktsteckdose nach belg./franz. System (schraublos)

S-NOVA socket outlet Belgian/French system (screwless)

108-0*
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THE SAFETY SOCKET

version 50x50 70x70 75x75

rear connection 104-0b 104-7b 104-8b

rear connection with shutter 104-0bc 104-7bc 104-8bc

side connection 104-0bs 104-7bs 104-8bs

side connection with shutter 104-0bsc 104-7bsc 104-8bsc

flange size 50x50 70x70 75x75
a [mm] 50 70 75
b [mm] 38 56 60
c [mm] 62 72 75
d [mm] 25 25 25
e [mm] 17 17 21
f [mm] 26 26 22
g [mm] 43 43 43
h [mm] 4,5 5,5 5,5
weight [g] 46 50 54

104-0bc

• screwless terminal
• 250V~ / 16A (2P+E)
• housing material: PA6
• nickel-plated contacts

IP54	 splashproof

flange size 50x50
a [mm] 50
b [mm] 38
c [mm] 62
d [mm] 25
e [mm] 17
f [mm] 26
g [mm] 43
h [mm] 4,5
weight [g] 46

SCREWLESS TERMINAL

PU=100 pcs.

PU=100 pcs.

version 50x50 70x70 75x75

rear connection 108-0b

rear connection with shutter 108-0bc

other versions on request

Flanged socket Belgian/French system

rear connection

rear connection

side connection

wire

wire

wire

• screw terminals
• 250V~ / 16A (2P+E)
• housing material: PA6
• nickel-plated contacts

IP54	 splashproof

SCREW TERMINALS
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TECHNICAL DATA:

*) Wire end sleeves are obligatory!

Terminal cross-section 

S-NOVA wire flexibel wire solid

screw terminal 1*) - 2x2.5 mm² 1 - 2x2.5 mm²

screwless terminal 1*) - 2x2.5 mm² 1 - 2x2.5 mm²

Stripping length

S-NOVA L [mm]

screw terminal 8 - 10 mm

screwless terminal 8 - 14 mm

Torque

contact screws (screw terminals) 80 Ncm

The safety socket S-NOVA from PCE is equipped with the hammer-symbol  and fulfills the usage for difficult conditions according to 
DIN/VDE 0620-1 appendix C and complies according to DIN 49440.

Cut out dimensions:

flange: 50x50 mm flange: 70x70 mm flange: 75x75 mm

For fixation countersunk screws are recommended.



PC Electric GesmbH

Diesseits 145

4973 St. Martin im Innkreis

AUSTRIA

TEL +43 7751 61220

FAX +43 7751 6969

office@pcelectric.at

50x50 70x70 75x75 50x50 70x70 75x75

105-0b 105-7b 105-8b 104-0b 104-7b 104-8b

105-0bc 105-7bc 105-8bc 104-0bc 104-7bc 104-8bc

105-0bw 105-7bw 105-8bw

105-0bs 105-7bs 105-8bs 104-0bs 104-7bs 104-8bs

105-0bsc 105-7bsc 105-8bsc 104-0bsc 104-7bsc 104-8bsc

105-0bsw

109-0b 108-0b

109-0bc 108-0bc

109-0bw

No guarantee for technical changes 
or printing errors.

Vers. 01/2018

Ordering survey: standard types Austrian/German system Belgian/French system

Connection type

Screw terminal
rear connection

incl. shutter

incl. sealing bulge

Screw terminal
side connection

incl. shutter

incl. sealing bulge

Screwless terminal
rear connection

incl. shutter

incl. sealing bulge

...other versions on request

098370


